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THE CONFORMITY ANALYSIS DOCUMENT SHOULD CONTAIN AN INDEX THAT
REFERENCES WHERE EACH OF THE FOLLOWING DOCUMENTED REQUIREMENTS

CAN BE FOUND. THIS WILL EXPEDITE THE REVIEW OF THE CONFORMITY ANALYSIS
BY THE STATE AND FEDERAL AGENCIES.

DOCUMENTATION IN THE CONFORMITY ANALYSIS

Section 93.130(b) of the Transportation Conformity Rule

THE FOLLOWING APPLIES IN SERIOUS, SEVERE AND EXTREME OZONE NONATTAINMENT
AREAS AND SERIOUS CARBON MONOXIDE AREAS AFTER JANUARY 1, 1995.

T Document that a network-based transportation demand model or models relating travel demand and
transportation system performance to land-use patterns, population demographics, employment,
transportation infrastructure, and transportation policies was used to estimate travel within the
metropolitan planning area of the nonattainment area  (93.130(b)(1)).

T Indicate that the modeling methods and the functional relationships used in the model are in
accordance with acceptable professional practice, and reasonable for purposes of emission
estimation  (93.130(b)(1)(i)).

T Document that the network-based model is validated against ground counts for a base year that is
not more than ten years prior to the date of the conformity determination  (93.130(b)(1)(ii)).

T State that the land use, population, and other inputs are based on the best information available and
are appropriate to the validated base year  (93.130(b)(1)(ii)).

T Document that a capacity sensitive assignment methodology was used for the peak-hour or peak
period traffic assignments  (93.130(b)(1)(iii)).

T Document that the zone-to-zone travel times used to distribute trips between origin and destination
pairs are in reasonable agreement with the travel times which result from the process of assignment
of trips to the network links  (93.130(b)(1)(iv)).

T If the use of transit currently is anticipated to be a significant factor in satisfying transportation
demand, document that the zone-to-zone travel times used to distribute trips between origin and
destination pairs are in reasonable agreement with the travel times which result from the process of
modeling mode splits  (93.130(b)(1)(iv)).

T Document that free-flow speeds on the network links are based on empirical observations 
(93.130(b)(1)(v)).

T Provide peak and off-peak travel demand and travel times  (93.130(b)(1)(vi)).

T If pricing is a significant factor, and the network model has the capability to assess pricing, and the
necessary information is available to assess pricing, document that trip distribution and mode
choice are sensitive to pricing  (93.130(b)(1)(vii)).
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T Document that the model was used in a way where there is a logical correspondence between the
assumed scenario of land development and use and the future transportation system for which
emissions are being estimated. Reliance on a formal land-use model is not specifically required but
is encouraged  (93.130(b)(1)(viii)).

T If the network model is capable of determining the dependence of trip generation on the
accessibility of destinations via the transportation system (including pricing), and the necessary
information is available, document the effect of the dependence of trip generation on the
accessibility of destinations via the transportation system (including pricing). If the model is not
capable of making such determinations or the information is not available, this is encouraged 
(93.130(b)(1)(ix)).

T If the network model is capable of determining the dependence of regional economic and population
growth on the accessibility of destinations via the transportation system, and the necessary
information is available, document the dependence of regional economic and population growth on
the accessibility of destinations via the transportation system. If the model is not capable of making
such determinations or the information is not available, this is encouraged  (93.130(b)(1)(x)).

T Consideration of emissions increases from construction-related congestion is not specifically
required  (93.130(b)(1)(xi)).

T For urban areas which are sampled on a separate urban area basis, state that the Highway
Performance Monitoring System (HPMS) estimates of vehicle miles traveled are considered the
primary measure of vehicle miles traveled within the portion of the nonattainment or maintenance
area and for the functional classes of roadways included in HPMS  (93.130(b)(2)).

T Document the factors used to reconcile and calibrate the network-based model estimates of vehicle
miles traveled in the base year of its validation to the HPMS estimates for the same period, and
document the use of these factors applied to the model estimates of future vehicle miles traveled. In
this factoring process, consideration will be given to differences in the facility coverage of the
HPMS and the modeled network description  (93.130(b)(2)).

T Document, if applicable, the concurrence of DOT and EPA if there is a departure from the
procedures outlined in 93.130(b)(2)  (93.130(b)(2)).

T Document the methods used to estimate nonattainment area vehicle travel on off-network roadways
within the urban transportation planning area, and on roadways outside the urban transportation
planning area  (93.130(b)(3)).

T Document the methods used to estimate traffic speeds and delays in a manner that is sensitive to
the estimated volume of travel on each roadway segment represented in the network model 
(93.130(b)(4)).

T Document that ambient temperatures are consistent with those used to establish the emissions
budget in the applicable implementation plan  (93.130(b)(5)).

T For factors other than temperatures (for example, the fraction of travel in a hot stabilized engine
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mode), document that modifications to those factors were used after interagency consultation
according to section 93.105  (93.130(b)(5)).

T For factors other than temperatures, document that modifications result in newer estimates that
incorporate additional or more geographically specific information or represent a logically
estimated trend in such factors beyond the period considered in the applicable implementation plan 
(93.130(b)(5)).

THE DOCUMENTATION ITEMS LISTED ABOVE SHOULD NOT BE VIEWED AS GUIDANCE
BY THE U.S. DEPARTMENT OF TRANSPORTATION, BUT IS A COMPILED LISTING OF THE
RELEVANT SECTIONS OF THE CONFORMITY REGULATION TO ASSIST IN EXPEDITING
THE CONFORMITY DETERMINATION BY THE U.S. DEPARTMENT OF TRANSPORTATION.
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